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REMOVABLE CONCRETE

(PLO3-C)

VARIES (SEE VAULT DIMENSION TABLE)
(PLO3—6)

ROOF SLABS

OPENING FOR VALVE OPERATORS

3-0" (TYP)

CENTERED OVER OPERATORS *

SEE DETAIL(pL05_7)
Ny

A— INTERIOR LIFTING EYE.

CENTER OVER PIPE
ACCESS MANWAY

— 4 — #7 DIAGONALS.

EXTEND THE DIAGONALS
TO EDGE OF STRUCTURE
AS SHOWN, EACH FACE

2" CLR (TYP)

1'-6"

INTERIOR LIFI'INGJ
EYE FOR VALVE

2" CLR

OPERATOR. LEXTERIOR LIFTING EYE (TYP)

(TYP)

SEE SECTION (PLO3~C) 2’6"
* NOTE:

ACTUAL LOCATION OF ROOF OPENING FOR VALVE BOX AND ACTUATOR
EXTENSION SHALL BE DETERMINED BY CONTRACTOR, AS A FUNCTION

OF THE DIMENSIONS AND CONFIGURATION OF THE ACTUAL EQUIPMENT
USED ON THE PROJECT. CONTRACTOR SHALL SUBMIT SCALED SHOP

DRAWING PRIOR TO POURING CONCRETE VAULT TOP SLAB.

ROOF PLAN

NOT TO SCALE PLO3-2 032305 U




